Load and test resistors

Type series FAVR.3../FSVR.3..

FSVR with switch cabinet

Technologies

e model for high power ratings with best
price-performance ratio

e power ventilated by integrated 3x400
V; 50 Hz axial flow fan
for floor-level location
paralleling of 2 or more units for
even higher dissipation

o with integrated power contactors and
fuses in the attached switch cabinet to
control the load steps

There are 3 possibilities to control the
contactors of the individual load steps.
With internal cam switches or by wiring
the coils of contactors to terminals, or
coupling relays switched by customer
SPS. The power connections in the
switch cabinet are with Rittal system
copper bars and terminals.

By the use of steel-grid elements with
typical power up to 1720 W per steel-grid
with forced ventilation we cover a power
range of up to 500 kW per unit. The
resistance value increases approx. +15%
between cold and operating temperature.
The given power values will be achieved at
operating temperature. Higher power
ratings can be achieved by in parallel
connection of several units.

Application

An important application is the use as load
for the testing of emergency standby power
systems or for use in test areas.

Special design

e with wirewound lamina type fixed
resistors and the resistance value will
change from cold to warm condition
+-1%
special voltages also DC

e enclosure and parts out of stainless
steel, switch cabinet varnished

e mobile, for test area by rollers
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load resistors in steel-grid design,

forced ventilation, 70— 500 kW, with attached switch cabinet
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weatherproof roof, air outlet on top,

FSV...

Steel-grid fixed resistor unit, degree of protection IP 20, without

Steel-grid fixed resistor unit, degree of protection IP 23

with weatherproof roof, for outdoor location, air outlet at the side via air
deflectors in the upper area.

In completely closed zinc sheet enclosure with barrier grid at the bottom and
powered ventilation by an integrated ventilator. With air flow monitoring by wind
indicator relay. With attached switched cabinet. Controlling the load by cam
switches, contactors or coupling switched relays with customer SPS.

Electrical and mechanical data

Type max. max. dimension in mm max.
FAV .. typical number of weight
FSV .. power in | steel-grids in kg

kW at corresp. to A B C E G

40°C and | given size of

100% device

DCF
F.VR38568 75 68 1200 | 1240 800 795 1100 | 170
F.VR38602 110 102 1500 | 1540 800 795 1100 | 220
F.VR38776 185 176 1400 | 1450 955 995 1350 | 310
F.VR38864 250 264 1700 | 1750 955 995 1350 | 410
F.VR38968 300 168 1820 | 1875 | 1190 | 1004 | 1360 | 470
F.VR39052 500 352 2230 | 2285 | 1190 | 1004 | 1360 | 600

This chart shows the size and the maximum power which can built-in. You have very
much possibilities for combinations, depending from your needed power and your needed

steps (e.g. belo

w).

Example for load resistors 3 x 230/400 V, 50 Hz.

Type

FAVR.. power steps
FSVR.. in kW
F.VR3856608 75
F.VR3856608 2x37,5
F.VR3869008 100
F.VR3869608 50/50
F.VR3869608 10/20/20/5
F.VR3875608 175
F.VR3875608 75/100
F.VR3876808 50/50/50/2
F.VR3882208 250
F.VR3882208 150/100
F.VR3884008 5x 50
F.VR3896808 300
F.VR3896808 2x150
F.VR3896808 4x75
F.VR3901608 3x100
F.VR3908808 4 x100
F.VR3903608 2 x 250
F.VR3903608 4x125
F.VR3903608 8 x62,5

example: IP23: FSVR(M)..
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Remark: Not all power steps can be technical build.

We like to send you for your individual application an offer. Please send us the

rated voltage and the preferred steps of the load.

TEL: 07144/8100-0 FAX: /207630

Subject to alteration
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